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The storefront serves as a channel for conveying brand information and shall
be flexibly applied based on the environment and actual conditions after
on-site measurement.

The brand logo is the core representative of all visual communications of NPC
Corporation. It is a concrete integration of shape, typography and color, em-
bodying not only the simple indicative function but also the abstract spiritual
connotation of the NPC Group. In the process of application, the graphic pro-
portions and structure must be strictly followed to ensure the logo's precision
and consistency. NPC Group shall strictly adhere to these specifications during
the introduction and application stages, so as to safeguard the authority and
uniformity of the corporate image in external communications and effectively
establish consistent recognition among the public.
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BRAND VISUAL IDENTITY GUIDE

1:2. 1:3. 1:5) Standard Functional Layout Specifications for Brand Terminals
(3 Types / Including Horizontal & Vertical Storefront Specifications with Different Ratios: 1:2, 1:3, 1:5)
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Note: Under normal circumstances, the position of the NPC logo shall follow the above specifications.
However, under special circumstances—such as storefront signs being blocked by the surrounding environment or store entrances being offset to the side—actual conditions shall be considered.
The logo shall be repositioned with the core principles of visual prominence and no obstruction, while taking into account the aesthetic appearance.

2025.10 | NPC: Visual Identification Guide V1.0



NPC: MﬁiH?JU?Eﬁ BRAND VISUAL IDENTITY GUIDE
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(3 Types / Including Horizontal & Vertical Storefront Specifications with Different Ratios: 1:2, 1:3, 1:5)
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The storefront serves as a channel for conveying brand information and shall
be flexibly applied based on the environment and actual conditions after
on-site measurement.
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Storefront Sign: With comprehensive reference to areas such as the building facade, main passageways, main entrances, and main
pedestrian flow, place the logo horizontally centered within this effective area and maintain sufficient logo protection space.

The brand logo is the core representative of all visual communications of NPC
Corporation. It is a concrete integration of shape, typography and color, em-
bodying not only the simple indicative function but also the abstract spiritual
connotation of the NPC Group. In the process of application, the graphic pro-
portions and structure must be strictly followed to ensure the logo's precision
and consistency. NPC Group shall strictly adhere to these specifications during
the introduction and application stages, so as to safeguard the authority and
uniformity of the corporate image in external communications and effectively
establish consistent recognition among the public.
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The design of brand terminal reception and display components must follow
four core principles: Unified Recognition, Scene Adaptation, Experience Priori-
ty, and Compliant Implementation. These principles ensure the components
maintain a consistent style, offer practical functions, and align with the brand
tone as well as terminal scene requirements.

The brand logo serves as the core representative of all visual communications
for NPC Corporation. It is a concrete integration of form, typography, and
color, embodying not only a simple indicative function but also the abstract
spiritual essence of the NPC Group. In the course of application, the graphic
proportions and structure must be strictly followed to ensure the logo’s preci-
sion and consistency. NPC Group shall adhere to these standards rigorously
during the implementation and application phases, so as to safeguard the
authority and uniformity of the corporate image in external communications
and effectively establish consistent public recognition.
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Design Specifications for Brand Terminal Reception Display Components
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Logo Wall:Centered horizontally within the corresponding space, mounted in the upper half of the wall; ensure adequate logo clearance.
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The design of brand terminal reception and display components must follow
four core principles: Unified Recognition, Scene Adaptation, Experience Priori-
ty, and Compliant Implementation. These principles ensure the components
maintain a consistent style, offer practical functions, and align with the brand
tone as well as terminal scene requirements.

The brand logo serves as the core representative of all visual communications
for NPC Corporation. It is a concrete integration of form, typography, and
color, embodying not only a simple indicative function but also the abstract
spiritual essence of the NPC Group. In the course of application, the graphic
proportions and structure must be strictly followed to ensure the logo’s preci-
sion and consistency. NPC Group shall adhere to these standards rigorously
during the implementation and application phases, so as to safeguard the
authority and uniformity of the corporate image in external communications
and effectively establish consistent public recognition.
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Design Specifications for Brand Terminal Reception Display Components
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Logo Wall

Specifications: Centered horizontally within the corresponding space, mounted in the

upper half of the wall; sufficient logo protection space must be maintained.
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The design of brand terminal reception and display components must follow
four core principles: Unified Recognition, Scene Adaptation, Experience Priori-
ty, and Compliant Implementation. These principles ensure the components
maintain a consistent style, offer practical functions, and align with the brand
tone as well as terminal scene requirements.

The brand logo serves as the core representative of all visual communications
for NPC Corporation. It is a concrete integration of form, typography, and
color, embodying not only a simple indicative function but also the abstract
spiritual essence of the NPC Group. In the course of application, the graphic
proportions and structure must be strictly followed to ensure the logo’s preci-
sion and consistency. NPC Group shall adhere to these standards rigorously
during the implementation and application phases, so as to safeguard the
authority and uniformity of the corporate image in external communications
and effectively establish consistent public recognition.
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Design Specifications for Brand Terminal Reception Display Components
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For the LOGO on the brand's front lightbox, four core specifications must be
followed: Visual Clarity, Accurate VI Implementation, Light & Shadow Adapta-
tion, and Safety Compliance. These specifications ensure the LOGO features
strong recognizability, consistent style, and alignment with terminal scene
application requirements when displayed on the lightbox carrier.

The brand logo is the core representative of all visual communications of NPC
Corporation. As a concrete integration of form, typography, and color, it em-
bodies not only a simple indicative function but also the abstract spiritual
essence of the NPC Group. In the course of application, the graphic propor-
tions and structure must be strictly followed to ensure the logo’s precision and
consistency. NPC Group shall adhere to these standards rigorously during the
implementation and application phases, so as to safeguard the authority and
uniformity of the corporate image in external communications and effectively
establish consistent public recognition.
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Logo Wall
Specifications: Centered horizontally within the corresponding space, mounted in the

upper half of the wall; sufficient logo protection space must be maintained.

BRAND VISUAL IDENTITY GUIDE

Brand Front Lightbox LOGO Specifications
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For the LOGO on the brand's side-facade lightbox, four core specifications
must be followed: Visual Clarity, Accurate VI Implementation, Light & Shadow
Adaptation, and Safety Compliance. These specifications ensure the LOGO
maintains strong recognizability, consistent style, and alignment with terminal
scene application requirements when displayed on the lightbox carrier.

The brand logo is the core representative of all visual communications of NPC
Corporation. As a concrete integration of form, typography, and color, it em-
bodies not only a simple indicative function but also the abstract spiritual
essence of the NPC Group. In the course of application, the graphic propor-
tions and structure must be strictly followed to ensure the logo’s precision and
consistency. NPC Group shall adhere to these standards rigorously during the
implementation and application phases, so as to safeguard the authority and
uniformity of the corporate image in external communications and effectively
establish consistent public recognition.
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For the LOGO on the brand's ceiling lightbox, four core specifications must be
followed: Visual Clarity, Accurate VI Implementation, Light & Shadow Adapta-
tion, and Safety Compliance. These specifications ensure the LOGO maintains
strong recognizability, consistent style, and alignment with terminal scene
application requirements when displayed on the lightbox carrier.

The brand logo is the core representative of all visual communications of NPC
Corporation. As a concrete integration of form, typography, and color, it em-
bodies not only a simple indicative function but also the abstract spiritual
essence of the NPC Group. In the course of application, the graphic propor-
tions and structure must be strictly followed to ensure the logo’s precision and
consistency. NPC Group shall adhere to these standards rigorously during the
implementation and application phases, so as to safeguard the authority and
uniformity of the corporate image in external communications and effectively
establish consistent public recognition.
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Suspended Type: Align centrally and place horizontally. Maintain sufficient logo protection space.
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BRAND VISUAL IDENTITY GUIDE

Brand Ceiling Lightbox LOGO Specifications
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